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Available Pulse Rates (PPR)
1,2,4,5,6,8,10,12,16,20,30,32,40,50,60,100,120,180,240,250,300,360,500,1000 (Dependent Upon Output Type)

1   12mm Spring washer
2   12mm x 60 socket cap bolt
3   2 off ‘0’ ring seals
4   2 off grease seals
5   6 off M4 socket cap bolts
6   Rear end cap
7   2 off heavy duty bearings
8   Grease chamber
9   Rotor Disc
10 Grease nipple
11 Seals protector Flexible retaining

Strap
400mm long

Flexible liquid tight conduit

16mm DIA X 900mm Long

C/W – 20mm threaded

Gland termination

2 Off M8 X 12

12mm Fixing bolt
(10mm/16mm Optional)
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Electrical Outputs

Max frequency = 1300Hz
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Type E4 (N.P.N + P.N.P.- 2 Wire)  10-30Vdc
Bi-polar – Current sink/source
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Type E3 Q (Quadrature) 10-30Vdc
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Max frequency = 600Hz
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Type E2 Q (Quadrature) 
1 to 40 PPR inclusive
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Max frequency = 15KHz

Type W 20-240V  AC/DC 50/60Hz 
(1 to 30 PPR only)

Max frequency = 25Hz (AC) 1000Hz (DC)

Note
Minimum operating current = 5mA

130mA Max

Type N (Namur) 8-2 Vdc (1KΩ)
Intrinsically safe circuits

+ Brown

- Blue
Max frequency = 2000Hz
ATEX

7.5 – 30 Vdc when used 
outside hazardous areas

The voltage and current characteristics of NAMUR sensor 
outputs are so low that they can be safely used in explosive 
environments.
The power limitation is implemented in the corresponding 
equipment. This means that the circuit containing a NAMUR 
proximity sensor Is only intrinsically safe if it is supplied via a 
corresponding isolating amplifier.
Contact Rotech Systems for details of amplifiers available.
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Type E (N.P.N)       10-30Vdc
Current sink

Type E2 (P.N.P)       10-30Vdc
Current source

Type E3 (N.P.N  + P.N.P – 3 wire) 
10-30Vdc
Bi-polar – Current sink/source
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Max frequency = 1500Hz

Type Z (2 Wire Non Polarized)       
10-30Vdc
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